MIAMI-DADE COUNTY
PRODUCT CONTROL SECTION
REGULATORY AND ECONOMIC RESOURCES (RER) 11805 SW 26 Street, Room 208
BOARD AND CODE ADMINISTRATION DIVISION T (786)315-2590 [ (786) 315-2599

NOTICE OF ACCEPTANCE (NOA) www.miamidade.gov/economy

WinDoor, Inc.
7500 Amsterdam Drive
Orlando, FL 32832

ScopE:

This NOA is being issued under the applicable rules and regulations governing the use of construction
materials. The documentation submitted has been reviewed and accepted by Miami-Dade County RER -
Product Control Section to be used in Miami Dade County and other areas where allowed by the Authority
 Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Section (In Miami-Dade County) and/or the AHJ (in areas other than Miami-Dade County) reserve the right
to have this product or material tested for quality assurance purposes. If this product or material fails to
perform in the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may
mmmediately revoke, modify, or suspend the use of such product or material within their jurisdiction. RER
reserves the right to revoke this acceptance, if it is determined by Miami—Dade County Product Control
Section that this product or material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building
Code, including the High Velocity Hurricane Zone.-

DESCRIPTION: Series “9040” Aluminum Double Hung Window — L.M.1.

APPROVAL DOCUMENT: Drawing No. 08-00946, titled “Series 9040 Thermally Broken Aluminum
Double Hung — 60™ x 99” Large Missile Impact”, sheets 1 through 10 of 10, dated 03/17/10, with revision B
dated 02/24/16, prepared by manufacturer, signed and sealed by Luis R. Lomas, P.E., bearing the Miami-
Dade County Product Control Revision stamp with the Notice of Acceptance number and expiration date by
the Miami-Dade County Product Control Section.

MISSILE IMPACT RATING: Large and Small Missile Impact Resistant

LABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state,
model/series, and following statement: "Miami-Dade County Product Control Approved”, unless otherwise
noted herein.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been
no change in the applicable building code negatively affecting the performance of this product.
TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change
in the materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement
of any product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure
* to comply with any section of this NOA shall be cause for termination and removal of NOA.
ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and
followed by the expiration date may be displayed in advertising literature. If any portion of the NOA is
displayed, then it shall be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its
distributors and shall be available for inspection at the job site at the request of the Building Official.

This NOA revises and renews NOA# 12-0130.20 and consists of this page 1 and evidence pages E-1 and

E-2, as well as approval document mentioned above.
The submitted documentation was reviewed by Manuel Perez, P.E.

NOA No. 16-0407.05

Expiration Date: January 27, 2021
Approval Date: June 09, 2016
Page 1




WinDoor, Inc.

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A. DRAWINGS
1. Manufacturer's die drawings and sections.
(Submitted under NOA#10-0719.12)
2. Drawing No. 08-00946, titled “Series 9040 Thermally Broken Aluminum Double
Hung — 60 x 997 Large Missile Impact, sheets 1 through 10 of 10, dated 03/17/10,
with revision B dated 02/24/16, prepared by manufacturer, signed and sealed by Luis

R. Lomas, P.E.

B. TESTS
1. Test reports on: 1) Air Infiltration Test, per FBC, TAS 202-94
2) Uniform Static Air Pressure Test, Loading per FBC, TAS 202-94
3) Water Resistance Test, per FBC, TAS 202-94
4) Large Missile Impact Test per FBC, TAS 201-94
5) Cyclic Wind Pressure Loading per FBC, TAS 203-94
6) Forced Entry Test, per FBC 2411 3.2.1, TAS 202-94
along with installation diagram of an aluminum double hung window, prepared by
National Certified Testing Laboratories, Test Report No. NCTL-210-3646-1,
Specimens 1, 2, 3 and 4, dated 07/15/09 and revised on 03/30/10, signed and sealed by
(GGerald J. Ferrara, P.E.
(Submitted under NOA#10-0719.12)

C. CALCULATIONS
1. Anchor verification calculations and structural analysis, complying with FBC-5t%

Edition (2014), dated 02/25/16, prepared by manufacturer, signed and sealed by Luis
R. Lomas, P.E.
2. Glazing complies with ASTM E1300-04

D. QUALITY ASSURANCE
1. Miami-Dade Department of Regulatory and Economic Resources (RER).

E. MATERIAL CERTIFICATIONS
1. Notice of Acceptance No. 14-0916.11 issued to Kuraray America, Inc. for their

“SentryGlas® (Clear and White) Glass Interlayers” dated 06/25/15, expiring on
07/04/18.

7 MahuelPe',P.E.
Product Control Examiner

NOA No. 16-0407.05
Expiration Date: January 27, 2021
Approval Date: June 09, 2016



WinDoor, Inc.

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

F. STATEMENTS
1. Statement letter of conformance, complying with FBC-5™ Edition (2014), and of no
financial interest, dated February 25, 2016, issued by manufacturer, signed and sealed
by Luis R, L.omas, P.E.

G. OTHERS
- 1. Notice of Acceptance No. 12-0130.20, issued to WinDoor, Inc. for their Series “9040”

Aluminum Double Hung Window - T.M.1. approved on 04/05/12 and expiring on
01/27/16.

Expiration Date: January 27, 2021
Approval Date: June 09, 2016
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807 MAX. FRAME WIDTH —— REVISIONS
16" MAX.
6” MAX o.C. TYP. 6., MAYX REY DESCRIPTION DATE APPROVED
| TYP. e J" ”j T TYP. A | PER DADE LETTER DATED OCT. 13, 2010 | 10/14/10 | R.L

8”7 MAX, B REVISED NOTES & GLAZING DETAILS 02/24/16 R.L.

TYP, =
SEE NOTE 2 SHEET/

y
7 2 SNAP LOCKS

NOTES:
i_—‘ — 1. THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLY WITH
@ " REQUIREMENTS OF THE FLORIDA BUILDING CODE 5th EDITION (2014).

16" MAX.
0.C. TYP.

43 15/16 2. WOOD FRAMING, 2X BACKED STEEL FRAMING AND MASONRY OPENING TO BE
Max. D.L.O. DESIGNED AND ANCHORED TO PROPERLY TRANSFER ALL LCADS TO STRUCTURE.
HEIGHT FRAMING AND MASONRY OPENING IS THE RESPONSIBILITY OF THE ARCHITECT OR
SR A S —— 9 ENGINEER OF RECORD.
3. ALLOWABLE STRESS INCREASE OF 1/3 WAS NOT USED IN THE DESIGN OF THE
1// PRODUCT SHOWN HEREIN. WIND LOAD DURATION FACTOR Cd=1.6 WAS USED FOR
WOOD ANCHOR CALCULATIONS.

>
]

SEE NOTE 1 SHEET 2

6" MAX. LOCK AND KEEPERS \
Pt
87 MAX.

TYP,

99" MAX.
e FRAME
HEIGHT

e /= FRAME AND SASH MATERIAL: EXTRUDED ALUMINUM 6083-T6
& b UNITS MUST BE GLAZED PER ASTM E1300-04. SEE SHEET 3 FOR GLAZING DETAILS.
APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED FOR THIS PRCDUCT IN
// WIND BORNE DEBRIS REGIONS.
SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING SHIM. SHiM
WHERE SPACE OF 1/16” OR GREATER OCCURS. MAXIMUM ALLOWABLE SHIM STACK
| X [ TO BE 1/4".
SEE MEETING 43 15/18" 8. FOR ANCHORING INTO MASONRY USE 1/4” ELCO CRETE—FLEX TAPCONS WITH
RAIL CLSESTT}S'”E 18" MAX. MAX. D.L.0, SUFFICIENT LENGTH TO ACHIEVE A 1 1/4” MINIMUM EMSEDMENT INTO SUBSTRATE
SHEET 2 0.C. TYP. HEIGHT WITH 2 1/2" MINIMUM EDGE DISTANCE. LOCATE ANCHORS AS SHOWN IN
TYPICAL BOTH - ELEVATIONS AND INSTALLATION DETAILS.
SIDES f | 9. FOR ANCHORING INTO WOOD FRAMING OR DOUBLE 2X BUCK USE #14 WOOD
SEE NOTE 2 SHEET - /4 SCREW WITH SUFFICIENT LENGTH TO ACHIEVE A 1 3/4” MINIMUM EMBEDMENT INTO
i 2 SNAP LOCKS 4 SUBSTRATE. LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.
6" "V ‘ i 10. FOR ANCHORING INTO 2X BACKED 16GA. STEEL FRAMING USE #14 WOOD SCREW
Ve == = | WITH SUFFICIENT LENGTH TO ACHIEVE A 1 3/4” MINIMUM EMBEDMENT INTO
i SUBSTRATE. LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.
» 11. ALL FASTENERS USED ARE IN DOUBLE ROW CONDITICN, SPACED AT A MINIMUM OF

g - 50 3/8” MAX. D.L.O. WIDTH |= ;
67 MAX. TO WEEP / 6~ MAX. TO WEEP 2 1/2” APART. NO FASTENERS ARE REQUIRED AT SILL. ALL FASTENERS TO BE
SLOT. WEEP IS 1.015" — = i~ SLOT. WEEP IS 1.015 CORROSION RESISTANT,

WIDE THRU ALL LECS WIDE THRU ALL LEGS 12. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR

SERIES 9040 THERMALLY BROKEN ALUMINUM MANUFACTURER'S INSTALLATION INSTRUCTIONS, AND ANCHORS SHALL NOT BE USED

DOUBLE HUNG EQUAL VENT IQIEL%{\;IVE?STRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH SFECIFIED

EXTERIOR VIEW ., . A. WCOD — MINIMUM SPECIFIC GRAVITY OF G=0.42
MAXIMUM UPPER SASH SiZE: 56 7/16" x 50 1/8" B. CONCRETE — MINIMUM COMPRESSIVE STRENGTH OF 3,192 PSI.
MAXIMUM LOWER SASH SIZE: 56 7/16" x 50 5/16 C. MASONRY — STRENGTH CONFORMANCE TO ASTM C—90, GRADE N, TYPE % (OR
GREATER).
DESIGN PRESSURE RATING IMPACT RATING : D. STEEL FRAMING: 2X BACKED 16GA. (.083” MIN.) STEEL FRAMING.

I Kg/l ]

N us

+ 120.0 PSF LARGE MISSILE
- 150.0 PSF IMPACT

SIGNED: 02/25/2016

TABLE OF CONTENTS : 7500 AMSTERDAM DRIVE wiiiilry,
T V¢ inDoor ORLANDO, FL 32832 \\\\\ R. L o/[’//-_
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REVISIONS
DESIGN PRESSURE RATING |  IMPACT RATING
120 O PSF' RLV DESCRIPTION DATE APPROVED
+ 120. LARGE MISSILE
ocCT. , 10 1 L.
_ 1500PSF IMPACT A PER DADE LETTER DATED 13, 2010 /14710 R.L
" 168" MAX. " ——— 50" MAX. FRAME WIDTH ———=
6 TYMPAX. L ] LB AL 1 s TYMPAX. 5w | L 1 A e
o ia @ o . TP 0.Cc. TYP. @ VP,
G TYP.
K 7/~ SFE NOTE 2 SHEET T U~ SEE NOTE 2 SHEET
// 2 SNAP LOCKS I 73 snap Locks
J_——‘— ” ‘ 32 1 4’”
) 55 13/16 - MAX. D/.L.O.
16" MAX. @ MAX. D.L.O. 16" MAX R e HEIGHT
0.C. TYP. HEIGHT oe. Tye
S E— X _ R SEE NOTE SHEET 2
5" MAX. /LOCK ANDAXEEPERS —
_ — . _| 9 R L F f oy
SEE MEETING RAIL | }67 MAX. }: 5
CLUSTER DETAIL . — , TP - )
SHEET 2 TYPICAL 9§RA?\AAAAEX- f / // 99" MAX.
BOTH SIDES FRAME
SEE NOTE 1 SHEET 2 74
\ LOCK AND KEEPERS %/ L HEleHT SEE MEETING RAIL HEIGHT
6" MAX. )f . = CLUSTER DETAIL - -
e, | ol . T SHEET 2 TYPICAL |
} aTYr\APAx. = ‘ = BOTH SIDES | 55 5/8"
: y - - MAX. D.L.O.
// X X HEIGHT
16" MAX.
32 1/16" ﬁ
0.C. TYP.
ﬁ _ MAX. D.LO. c.
16”7 MAX. | i HEIGHT T———— L
C.C. TP SEE NOTE 2 SHEET~ /77 SEE NOTE 2 SHEET |/
2 SNAP LOCKS 2 SNAP LOCKS 4
8" MAX. , T 5" MAX. -
TYP. = = —— | TYP. L <
6" MAX. TO WEEP —1 50 3/8" MAX. D.LO. WIDTH = 5 MAX. TO WELEP 8" MAX. TO WEEP —1 50 3/8" MAX. D.L.O. WIDTH j= 6" MAX. TO WEEP
SLOT. WEEP IS 1.015” —~| = —  |=- SLOT. WEEP IS 1.015” SLOT. WEEP IS 1.015" — = —i [~ SLOT. WEEP IS 1.015"
WIDE THRU ALL LECS

WIDE THRU ALL LEGS

WIDE THRU ALL LEGS

WIDE THRU ALL LEGS

SERIES 9040 THERMALLY BROKEN ALUMINUM

DOUBLE HUNG ORIEL
EXTERIOR VIEW
MAXIMUM UPPER SASH SIZE: 56 7/16" x 62"
MAXIMUM LOWER SASH SIZL: 56 7/16" x 38 7/16"

NOTES:
1) UNITS OVER 37" WIDE USE (2) SASH LOCKS AND

 KEEPERS LOCATED 7" FROM RAIL END TO CENTER f T™YP. T
€ OF LOCKS. UNITS LESS THAN 37” WIDE USE ONE olfl @

SASH LOCK AND KEEPER LOCATED IN CENTER OF } .

RAIL. f MEETING RAIL
2) UNITS USE (2) SNAP LOCKS ON TOP SASH TOP RAIL J { ®hil®

{OCATED 37 FROM EACH END OF RAIL AND (2) SNAP ZTY'\;‘DAX- i

{OCKS ON BOTTOM SASH BOTTOM RAIL LOCATED 3”

FROM FACH END. EACH SNAP LOCK 1S 3 1/8" LONG. MEETING RAIL CLUSTER DETAIL

SERIES 9040 THERMALLY BROKEN ALUMINUM

DOUBLE HUNG COTTAGE
EXTERIOR VIEW
MAXIMUM UPPER SASH SIZE: 56 7/18" x 38 7/16”
MAXIMUM LOWER SASH SIZE: 56 7/18" x 62"

WinDoot

INCORPORATED

7500 AMSTERDAM DRIVE
ORLANDO, FL 32832

Phone: 407.481.8400
Paz: 407 481.0505

PRODGUCT REVISED

www.windoorinc.com

as complying with the Floride
Lm‘d ing Code :

SERIES 9040 THERMALLY BROKEN ALUMINUM

DOUBLE HUNG ~ 60" x 99"
ELEVATIONS AND ANCHORING LAYOQOUTS

LARGE MISSILE IMPACT

vifbade 4 '

DRAWN: DWG NO.

08-00946

REV

DATE 032 /17 /10 SHEET2 OF 10

SIGNED: 02/25/2016
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PARTS LIST

REVISIONS

NO. | PART NUMBER DESCRIPTION MANUFACTURER MATERIAL

1 | 9C4A-FR-1.2 EQUAL LEG FRAME HEAD ASSEMBLY | BONNELL ALUMINUM B063-T6

2 | 904A-FR-3.4 EQUAL LEG FRAME SILL ASSEMBLY | BONNELL ALUMINUM 6063-T6

3 | 904A-FR-5.6 EQUAL LEG FRAME JAMB ASSEMBLY | BONNELL ALUMINUM B063-T6

4 | 904A-FR-7.8 FRAME FiXED MEETING RAIL ASS'Y BONNELL ALUMINUM 6063-76
I S | 904A-SA-1.2 LOWER SASH TOP RAIL. ASSEMBLY BONNELL ALUMINUM BOB3-T6

6 | 904A-5A-3A.4 LOWER SASH BOTTOM RAIL ASSEMBLY] BONNELL ALUMINUM BOB3-T6

7 | 904A-SA-5A6 UPPER SASH TOP RAIL ASSEMBLY BONNELL ALUMINUM 8063-T6

8 | 904A-SA-7.8 UPPER SASH BOTTOM RAIL ASSEMBLY] BONNELL ALUMINUM 6063-T6

9 | 904A-5A-9.10 SASH STILE ASSEMBLY BONNELL ALUMINUM 8063-T6

10 | 904X—-AC-A FRAME HEAD iNSULATOR BONNELL ALUMINUM 8063-T6

11| 904X—-AC-2 FRAME JAMB INSULATOR BONNELL ALUMINUM 6063-T6

12 | 904%X-AC-3 BALANCE COVER AMSBURY GROUP

13 | 904X-AC-4 HEAD COVER AMSBURY GROUP

14 | 904X-AC-8 1" GLASS STOP BONNELL ALUMINUM 6063-T6

15 [ 904X-AC-6 7/16" GLASS STOP BONNELL ALUMINUM 8063-T6

16 | 904X-AC-9 FLUSH BCLT BONNELL ALUMINUM 6063-T6

17 | 904X-AC-1C SILL COVER BONNELL ALUMINUM 6063—16

18 | B04X-AC-11 SASH STOP BONNELL ALUMINUM 6063-16

19 | 904X-AC-12 SILL SHIM/SCREW BACKUP PLATE BONNELLE ALUMINUM 6063-T6

20 | 904X-AC-13 SILL SCREW CLIP BONNELL ALUMINUM 60B3-16

21 | 904X~AC-14 625" FACE FLANGE BONNELL ALUMINUM B083~T6

22 [ 304X~-AC-15 1.375" FACE FLANGE BONNELL ALUMINUM 608316

23 | 904X-AC-16 SNAP LOCK 3 1/8" WIDE BONNELL ALUMINUM B6053-T6

24 | 904X-AC-17 SCREW BACKUP PLATE

25 | 304X~AC-18 SCREEN BOTTOM RAIL

26 | 804X~AC~19 SCREEN CENTER RAIL

27 1 304X-AC-20 SCREEN STILE

28 | 804X-AC-21 SCREEN TOP RAIL

29 | 904--HDW-01 SASH GUIDE BRACKET M~M PLASTICS GLASS REIN, NYLON

30 | 404-HDW-02 SASH GUIBE TOP CAP M—M PLASTICS NYLON 66

31 | 904-HDW-03 LIFT HANDLE END CAP M~M PLASTICS

32 | 904—-HDW-04 FLUSH BOLT END CAP M—M PLASTICS

33 | 904-HDW-05 FIXED MEETING RAIL RETAINER CLIP | SULLIVAN

34 | 904-HDW-06 FLUSH BOLT LOCKING HANDLE SULLIVAN

35 | 804-HDW-07 SCREEN CORNER KEY SULLIVAN

36 | 304-HDW-08 FIXED MEETING RAIL ATTACH BLOCK | M—M PLASTIC

57 | 304-HDW-09 FRAME. CORMER GASKET FRANK LOWE

38 | 904-HDW-10 SCREEN PLUNGER PIN JAYSIX, INC.

39 | SK04-0004-G00 FLUSH SASH LOCK INTERLOCK

40 | SKD4-2008-000 | SASH LOCK BUTTON INTERLOCK NYLON 66

REV

DESCRIPTION

DATE APPROVED I

PER DADE LETTER DATED OCT. 13, 2010

10/14/10 | R.L.

B

REVISED NOTES & GLAZING DETAILS

02/24/16 | R.L

1" O.A.
3/16" TEMP. —=] .
NI | e 7716”7 OA
3/187 H.S ] |k )
080" SENTRYGLAS L[] 080" SENTRYGLAS
T BY KURARAY BY KURARAY
L e 1/8" H.S. 4 = 3/167 H.S.
MXTE’?R INTERIOR EXTERIOR i INTERIOR
.\ ~ @ /.
& J
e @ T ®
7/8" GLASS 7/8” GLASS
BITE : BITE j
1 :\@ } L
; A @)
B 4
1"I1GU LAMINATED 716" LAMINATED
GLAZING DETAIL GLAZING DETAIL
BILL OF MATERIALS IS CONTINUED
ON SHEET 4.
' SIGNED: 02/25/2016
7500 AMSTERDAM DRIVE

PRODUCT REVISED
as complying with the Florida

Building Code )
Awg.gpgaﬁca o g @ -65

Ewamization Date 2l . %

WinDoor

INCORPORATED

ORLANDO, FL 32832

Phone: 407.481.8400
Fax 407.481.0505

www.windootinc.com

SERIES 9040 THERMALLY BROKEN ALUMINUM
DOUBLE HUNG - 607 x 99~
BILL OF MATERIALS AND GLAZING DETAILS

LARGE MISSILE IMPACT

DRAWN: DWG NO. REV
TJH 08-00946 B
SCALE NTS DATE 03/-} 7/3 0O SHEET 3 OF 10
Rov— -




487" BACK x 270" H.D. FIN PILE

187" x BACK 200" H.D. FIN PILE

#14 x 1 1/2" PH PAN HEAD SMS

48 x 1 3/4" PH PAN HEAD SMS

#8 x 1 1/2" PH TRUSS HEAD SMS

48 x 3/4" PH PAN HEAD SMS

62 410 x 1 1/4” PH TRUSS HEAD SMS
B3 410 x 2" PH PAN HEAD SMS
B4 48 17 PH FLAT HEAD SMS
55 46 x 3/4” PH FLAT HEAD SMS
| 56 48 x 3/4” PH FLAT HFAD SMS
67 48 x 3/8” PH PAN HCAD SMS
68 #6 x 1/2” PH FLAT HEAD SMS
59 #6 x 2" PH PAN HEAD SMS
70 | SIKAFLEX 552 HIGH~STRENGTH ADHESIVE SIKA CORP. SILANE POLYMER
| 71 FIN PILE PAD 1.688" x 1.75" x 5"
72 | 904-HDW-11 BALANCE TAKEOUT CLIP SULLIVAN
73 #10 x 1/2” PH FLAT HFAD SMS
74 | 904—HDW-04 SASH GUIDE TOP CAP SCREW COVER| M-M PLASTICS
75 48 x 3/4" PH TRUSS HEAD SMS
| 76 48 x 1/2” PH PAN HEAD TEK SCREW
77 188" DiA. x 1.25” ROLL PIN MSC SUPPLY STAINLESS STEEL
78 414 x 1 1/4” PH PAN HEAD SMS
79 | 279200 18.8mm STRUT TECHNOFORM US| POLYMIDE 66
80 | 279800 30mm STRUT TECHNOFORM US| POLYMICE 66

FRAME CONSTRUCTION:
FRAME 1S A BUTT CORNER CONSTRUCTICN. HEAD AND SILL ARE ATTACHED TO JAMBS

WITH (4) #8 x 3/4” PPH SMS AT EACH CORNER.

FIXED MEETING RAIL ATTACHMENT BLOCK iS ATTACHED TO FIXED MEETING RAIL

PARTS LIST REVISIONS
NO. | PART NUMBER DESCRIPTION MANUFACTURER MATERIAL REV DESCRIPTION DATE APRROVED 1
BILL. OF MATERIAL
49 | SK04-3002-300 FLUSH LOCK FACE-MOUNT KEEPER | INTERLOCK CONTINUED FROM SHEET 3 A | PER DADE LETTER DATED OCT. 13, 2010 | 10/14/10 1 RL.
42 | ULTRALIFT SPiRAL BALANCE CALDWELL 8 | REVISED NOTES & GLAZING DETALS 02/24/16 | R.L
43 | 21B187 BALANCE CARRIER CALDWELL
44 | 21B172 BALANCE CARRIER BRACKET CALDWELL PARTS LIST
45 | LCSO68--N5 WEEP COVER WITH FLAP LCS MOLD. NO. | PART NUMBER DESCRIFTION MANUFACTURER MATERIAL
46 | FD40405 SCREEN/SNAP LOCK SPRING FiA, SCREEN 81 | 279400 20mm STRUT TECHNOFORM US POLYMIDE 66
47 [ A-174C-1/R SCREEN PLUNGER PULL HANDLE—WHT STRY-BUC 82 | 279500 20mm STRUT TECHNQFORM US POLYMIDE 66
48 | A—174L-L/R SCREEN PLUNGER PULL HANDLE-BLK| STRY-BUC 83 | 279800 24mm STRUT TECHNOFORM US POLYMIDE 66
49 | 5-81 SCREEN PLUNGER SPRING STRYBUC/BES
50 LARGE MISSILE IMPACT GLASS
51 | GS~VN-07A 090" GLAZING BUMPER TEAM PLASTICS VINYL
52 1 TPO90 GLASS SETTING BLOCK RUBBER
53 1/8" x 1/4" STRIP FRANK LOWE CLOSED CELL FOAM
" x 1" INSULATOR H-0 PRODS. CLOSED CELL FOAM
QEZ 447-1 Q-LON FLAP SEAL SCHLEGEL FOAM

RETAINER CLIP WITH {(2) #8 x 3/4” PFH SMS, FIXED MEETING RAIL IS SLIPPED OVER
FIXED MEETING RAIL BLOCK AND ATTACHED WITH

FIXED MEETING RAIL BLOCK 1S ATTACHED TO JAMB INSULATOR WITH (3) #10 x

(1) #8 x 3/4” SMS AT EACH SIDE.

2)9

PPH SMS AT EACH END. JAMB INSULATOR IS ATTACHED TO JAMB WITH (4) #14 x

1/2"

PPH SMS AT EACH END.

SASH CONSTRUCTION:
RBOTH UPPER AND LOWFR SASH ARE BUTT CORNER CONSTRUCTION. EACH CORNER

IS SCREWED TOGETHER WITH (2) #8 PHILLIP TRUSS HEAD SMS.

PRODUCT REVISED
35 T?!E\, mg with the Fioride

WinDoor

INCORPORATED

7500 AMSTERDAM DRIVE

ORLANDO, FL 32832

Phone: 407.481.8400
Fax: 407,481.0505

www.windcorine.com

SERIES 9040 THERMALLY BROKEN ALUMINUM
DOUBLE HUNG — 60" x 99" LARGE MISSILE IMPACT

BILL OF MATERIALS

DRAWN:

WG NO.

08-00946

REV
B

DATE 03/17/10

SHEET 4 OF 10

SIGNED: 02/25/2016

6

72,
%"%* 1T IR
7 SonaL B
i

%
’-f“ ?_ gTATé OF :'E.
:}"




REVISIONS

REV DESCRIPTION DATE APPROVED

A | PER DADE LETTER DATED OCT. 13, 2010 | 10/14/10 R.L.

B REVISED NOTES & GLAZING DETAILS 02/24/16 R.L.

SEF NOTE
SHEFT 5
INTERIOR

@3 | —

M : [ J
SEE NOTE -
SHEET 5

T - e
| |
= — EXTERIOR '
- , FSh
- (i AR N
38 49 47Y48 @@ @@ @ @ @

AN

® INTERIOR

31 SEF NOTE
SHEET 5
46 @HOFHZON TAL CROSS SECTION

NCTE:

CROSS SECTIONS SHOWN WITH 17 1GU
LAMINATED GLASS. 7/18" LAMINATED GLASS
IS ALSC APPROVED. SEE APPROVED GLAZING
DETAILS ON SHEET 3.

SIGNED: 02/25/2016

7500 AMSTERDAM DRIVE

WlﬂD OOY  orRLANDO, FL 32832

Phone: 407.481.8400 . .
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PRODUCT REVISED
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Bulding Code

Ascepiance No o DN,

SERIES 9040 THERMALLY BROKEN ALUMINUM
DOUBLE HUNG — 60" x 99” LARGE MISSILE IMPACT

o Phtniels CROSS SECTIONS

gy ,, By (% DRAWN: DWG NO. REY XN . s ) 3
| TIH 08-00946 B 4%bfv_hkigﬁ¥§>
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@VEFRTICAL CROSS SECTION




REVISIONS

7/8" MIN. REV DESCRIPTION DATE APPROVED

7/8" MIN.
EDGE DIST. EDGE DIST. A PER DADE LETTER DATED OCT. 13, 2010 10/14/10 R.L.
1 4 B REVISED NOTES & GLAZING DETAILS 02/24/16 R.L.
1 3/4” MIN. \
DX BUCK/WOOD FRAMING

EMBEDMENT
: Z BY QTHERS, 2X BUCK TC
l ] BE PROPERLY SFCURED
5 =i o B T = ﬁ
BACKER ROD AND 20 LT MAX-J 1 3/4" MIN.
APPROVED SEALANT SHIM 2X BUCK/WOOD FRAMING EMBEDMENT
BY OTHERS, 2X BUCK TO
BE PROPERLY SECURED |
7/8" MIN.
—_—— === EDGE DIST.
N 1
SEE NOTE INTERIOR —
- A =S P
Do 1| |
] — NIk
5 = 1
SEE NOTE / 7/8" MIN.
2 EDGE DIST.

1
INTERIOR TERIOR SACKER ROD AND \
EXTERIOR APPROVED SEALANT #14 WOOD SCREW

EXTERIOR 9 HORIZONTAL CROSS SECTION
2X BUCK/WOOD FRAMING INSTALLATION
bl—q NOTES:
o 1. INTERIOR AND EXTERIOR FINISHES, BY OTHERS,
WEEP HOLE | NOT SHOWN FOR CLARITY.
SILL TC BE SET 2 PERIMETER AND JOINT SEALANT BY OTHERS TO BE
L(u;] W ‘SN EAEDE%TOF APPROVED DESIGNED IN ACCORDANCE WITH ASTM E2112
APPROVED SEALANT \ﬂ% w SIGNED: 02/25/2016
TR . 7500 AMSTERDAM DRIVE
PRODUCT REVISED W inDoor ORLANDO, FL 32832
e 158 i one: 407481,
i '&p_%(‘,ng it the Fi INCORPORATED E]:x: 4(3;%;?)153;‘)0 www.windoorinc.com
. gination Date, 203, 7401, SERIES 9040 THERMALLY BROKEN ALUMINUM
\ W g L DOUBLE HUNG — 60" x 99” LARGE MISSILE IMPACT
2% BUCK,/WOOD FRAMING . o INSTALLATION DETAILS
BY OTHERS, 2X BUCK TO ) WG .
VERTICAL CROSS SECTION BE PROPERLY SECURED 08—00946
X BUCK/WOOD FRAMING INSTALLATION
ATE 03/17/10 SHEET g OF 10




2 1/2° MIN.
EDGE DIST.

#

SEPARATION
i 1/4" MIN.
EMBEDMENT

| —=

2 1/2" MIN.

/ OTHERS,
¥

2 1/2” MIN.
EDGE DIST.

MASONRY /CONCRETE
By OTHERS

BACKER ROD AND /

APPROVED SEALANT

]

1/4" |TW TAPCON

SEE NOTE

1/47 MAX. J

SHIM

1/4” ELCC CRETE-FLEX
TAPCON

OPTIONAL. 1X BUCK BY
1X BUCK TO BE
PROPERLY SECURED

REVISIONS

REV DESCRIPTICN

DATE APPROVEDR

A | PER DADE LETTER DATED OCT.

13, 2010

10/14/10 | R.L

B REVISED NOTES & GLAZING DETAILS

02/24/16 | RL

INTERIOR

EXTERIOR

1
|
|
1 —
|
l
|
!

WEEP HOLE

SILL TO BE SET
IN BED OF APPROVED
SEALANT

APPROVED SEALANT / ‘

VERTICAL CROSS SECTION

MASONRY/CONCRETE INSTALLATION

OPTIONAL 1X BUCK
OTHERS,

PROPERLY SECURED

1X BUCK TG BE

1/4" MAX. __| 1
SHIM
OPTIONAL 1X BUCK BY 1/4” MIN,
OTHERS, 1X BUCK TO BE EMBEDMENT
PROPERLY SECURED
1/4" ITW TAPCON SR
N e 2 1/2" MIN.
EDGE DIST.
INTERIOR
1/27 MiN.
SEPARATION
\ . 2 1/2" MIN,
/ TR EDGE DIST.
SEE NOTE _ [T pue)
SHECT 5 }
EXTERIOR BACKER ROD AND i
— APPROVED SEALANT 1/4” ELCO CRETE-FLEX
TAPCON
e HORIZONTAL CROSS SECTION
MASONRY/CONCRETE INSTALLATION
NOTES:
1. INTERIOR AND EXTERIOR FINISHES, BY OTHERS,
NOT SHOWN FOR CLARITY.

2. PERIMETER AND JOINT SEALANT BY OTHERS TO BE
DESIGNED IN ACCORDANCE WITH ASTM E2112

7500 AMSTERDAM DRIVE
ORLANDO, FL 32832

Phone: 407.481,8400
Fax: 407.481,0505

WinDoor

INCORPORATED

PRODGUCT REVISED
a¢ complying with the Florida

www.windootinc.com

SIGNED: 02/25/2016

Sutfding Cude
Seceptaire Mo

ALY
Expiration Date, 24}, 4
53;75%

SERIES 9040 THERMALLY BROKEN ALUMINUM
DOUBLE HUNG — 607 x 997
INSTALLATION DETAILS

LARGE MISSILE IMPACT

-
,—-

S’*
Em% s
=37 STATE OF 153
-

Midng Dade & }{ /cmm’
Pviigim e Proauct 1
; [ DRAWN: DWG NO.

TJH 08-00946

Qe G
K\
755 5'9-“’.‘“ &S
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REVISIONS

7/8" MIN. . 7/8" MIN REV DESCRIPTION DATE APPROVED
EDGE DIST. EDGE D|ST A PER DADE LETTER DATED OCT. 13, 2010 10/14/10 R.L.
B REVISED NOTES & GLAZING DETAILS 02/24/‘35 R.L.
1.3/47 MIN. \
EMBEDMENT DOUBLE 2X BACKED
16GA. MIN. STEEL STUDS
o p./':ﬁ“.\nuu. = -
/ va @ﬁ@%ﬁ@ N O] 1/4” MAX.J DOUBLE 2X BACKED L1 3/47 MIN
BACKER ROD AND - 16GA, MIN. STEEL STUDS EMBEDMENT
APPROVED SEALANT ] SHIM : :

7/8" MIN.
EDGE DIST.

| ?

#14 WOOD SCREW #14 WOOD SCREW

INTERIOR

SEE NOTE
SHEET 5

!

7/8" MIN.
EDGE DIST.

a

SEE ROTE / i

INTERIOR EXTERIOR BACKER ROD AND \ 414 WOOD SCREW
e APPROVED SEALANT
EXTERIOR 9 HORIZONTAL CROSS SECTION
DOUBLE 2X BACKED STEEL FRAMING INSTALLATION
NOTES:
WEEP HOLE — I8 1. INTERIOR AND EXTERIOR FINISHES, BY OTHERS,
N NOT SHOWN FOR CLARITY.
SILL TO BE SET 2 PERIMETER AND JOINT SEALANT BY OTHERS TO BE
IN BED OF APPROVED DESIGNED IN ACCORDANCE WITH ASTM E2112
SIGNED: 02/25/2016

W SEALANT

APPROVED SEALANT

i 47\ Fd

PRODUCT REVISED
as complying with the Florids

WinDoor

INCORPORATED

7500 AMSTERDAM DRIVE
ORLANDO, FL 32832

Phone: 407.481.8400

Fax; 407.481.0505 www.windootinc.com

Building Code . ,
Acceplance No {0 LX)

SERIES 9040 THERMALLY BROKEN ALUMINUM
DOUBLE HUNG — 60" x 99” LARGE MISSILE IMPACT
INSTALLATION DETAILS

\ DOUBLE 2X BACKED

@ VERTICAL CROSS SECTION 16CA. MIN. STEEL STUDS
DOUBLE 2X BACKED STEEL FRAMING INSTALLATION

OWG NO.

08-00946
SHEET8 OF 10

DATE 03 /17 /10




I t

1 25/64"

2 27/64" |

___WLHA_————— 5 5/32"

@EQUAL LEG FRAME HEAD ASSEMBLY
ALLUMINUM 6063-T6 .075" THICK
WITH (2) ITEM #79

f———— 5 1/8" _——i

-

J

e g |

1 7/647

@EQUAL LEG FRAME SILL ASSEMBLY
ALLUMINUM 6063-T6 .075" THICK
WITH (2) ITEM #82

5 5/64"

- S I

@EOUAL LEG FRAME JAMB ASSEMBLY
ALLUMINUM B8063-T6 .075” THICK
WITH (2) ITEM #79

1 41/64"
T r a/32"

EJ—"*"_G_F

OSCRE W BACKUP PLATE
ALLUMINUM 6063-T6 .090" THICK

3 41/64"

—1 2 11/64”

| 1 49/64” }-T

HEAD COVER
ALLUMINUM 6063-T6 .060" THICK

L 63/64"

!

1 37/64"

4

@ FRAME HEAD INSULATOR
ALLUMINUM 6063-T6 .125 THICK

47 /84"
15/16’

T

(23)SNAP LOCK
ALLUMINUM 8063-T6 .050" THICK

2 17/64" r

1

1 3/8"

4

(17)sILL COVER
ALLUMINUM 6063-T6 .070" THICK

g /30" 1 53/64" Q
{__i\__m 5«

@ SILL SHIM/SCREW
BACKUP PLATE
ALLUMINUM 6063-T6 .100" THICK

= 7y
-

1

54 1"x 1" INSULA TOR
CLOSED CELL FOAM

|

> 29/64” REF.
21/64"
REF. -]
@ Q-LON FLAP SEAL
FOAM

7L

. i

1 3/4”
@FIN PILE PAD

H 55/64"
!

1.9/32"

SO I

@FF?AME JAMB INSULATOR
ALLUMINUM 6063-T6 . 125" THICK

$

Aﬁ § 53/54”

1 27/32” l———r

(18)SASH STOP
ALLUMINUM 6063-T6 .060" THICK

PRODUCT RE VISED

as comply
Boflding }&% with the Floside

A{‘(_epgam_e Mo 1

‘prrmtmn Date Segh pi A

REWVISIONS

REV DESCRIPTION

DATE APPR

OVED

PER DADE LETTER DATED OCT. 13, 2010

X

10/14/10 | R.L.

REVISED NOTES & GLAZING DETAILS

w

02/24/16 | R.L,

|

T‘ 2 83/64" —w

2 7/320 |-

2 3/47

2

EjL%ﬂ R

3 25/64"

—\LOWER SASH TOP

@ UPPER SASH TOP
RAIL ASSEMBLY

RAIL ASSEMBLY

ALLUMINUM 6063-T6 .070" THICK
WITH (2) ITEM #81

ALLUMINUM 6063-T6 . 100" THICK
WITH (1) ITEM #80 AND (2) ITEM #81

e 2 43/84" 1
3 7/16"
3”
U J-Lra
1 46/647 |- L1 29/64”
(e)UP FF’;iTLSAAsSsFénBAgZ\tOM ~ LOWER SASH BOTTOM
RAIL ASSEMBLY

ALLUMINUM 6063-T6 .075" THICK
WITH (1) ITEM #80 (1) ITEM
#81 AND (1) ITEM #83

7500 AMSTERDAM DRIVE
ORLANDO, FL 32832

Phone: 407 A81.8400
Fax: 407.4581.0505

WinDoor

INCORPORATED

www.windoorinc.com

ALLUMINUM 6063-T6 .075" THICK
WITH (1) ITEM #80, (1) ITEM #81
AND (1} ITEM #79

SIGNED: 02/25/2016

SERIES 9040 THERMALLY BROKEN ALUMINUM
DOUBLE HUNG — 80" x 99” LARGE MISSILE iMPACT
COMPONENTS

DWG NO,

08-00946

N AL

DATE 03 /17/10 SHEETQ OF 10
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r—— 31/32" AL
TFLF‘
1 37/64" II

It

G
=

1 .19/64"

1
1" GLASS STOP

18.6mm STRUT

REV

REVISIONS

DESCRIPTION

DATE APPROVED

PER DADE LETTER CATED OCT. 13,

2010 | 10/14/10 | R.L

REVISED NOTES & GLAZING DETAILS

02/24/16 |R.L
ALLUMINUM 6063-T6 .050" THICK POLYMIDE 66 .071" THICK
SASH STILE ASSEMBLY "
ALLUMINUM 6063-T6 .070" THICK ”1 21/32 -1 11/84
WITH (2) ITEM #81 | |
1 19/64" P/
) 15/64” |
R SASH GUIDE BRACKET
" 30mm STRUT 29
K Lﬂ @7 /16" GLASS STOP POLYMIDE 66 .071" THICK 40% GLASS REINFORCED NYLON
ALLUMINUM 6063-T6 .050" THICK
‘_—T 1 3/64" 25/32”
3 35/64" 1
/ E j—j‘ #6-32 x 5/8"
. 11/64”
2 1/64
20mm STRUT
[ ] POLYMIDE 66 .071" THICK
ny o T e SASH LOCK AND KEEPER ASSEMBLY
| 25/32”
~e\SCREEN BOTTOM RAIL l ,
@F RAME FIXED MEETING ALLUMINUM 8063-T6 .055" THICK ﬂ—L 37/32 "
RAIL ASSEMBLY ) T
ALLUMINUM 6063-T6 .075" THICK 1/27 — 15/64
WITH (2) ITEM #80

20mm STRUT

POLYMIDE 66 .071" THICK

e Wl
»

N 4

2 1/847

I.—.‘> 15/16"
= na }
1 (23)SCREEN CENTER RAIL 11 /6a” 1 RV A —— ==
ALLUMINUM 6063-T6 .055" THICK 24mm STRUT T
@ SCREEN TOP RAIL POLYMIDE 66 .071" THICK
G SCREEN T A (SASH GUIDE BRACKET
r[ 2 1/64 ‘~ e SASH GUIDE ASSEMBLY
1/2” 1
$ Iy 3/4 SIGNED: 02/25/2016
/ ‘vc;r- 7500 AMSTERDAM DRIVE -
@SCREEN STIL% E)E’{(}D{JC”‘[' REV]SED lnD OOr OMANDO, FL 32832 \\\\\% R ‘. L O //
ALLUMINUM 6063-T6 .055" THICK a3 complying with the Flovida TNCORPORATED  Fbone 4074818400 _ . N -'E A‘,_ T g
Buiiding Code Fax: 4074810505 www.windoorinc.com ] _5:.: S, ‘\’\G & -‘ﬁt.f’ ‘%ﬁ
A s -, . . L
40 SAN‘?/’L"O’&%?‘:(EB%ESN UM SERIES 9040 THERMALLY BROKEN ALUMINUM Sar Mo BR5IH H =
’ Wi DOUBLE HUNG — 80" x 99”7 LARGE MISSILE IMPACT I sifais( 4K 7. =
By Lt COMPONENTS =R, STATE OF _;é’fg
DRAWN: DWG NO, REV %’%QQR\Q& @éﬁf
TJH 08-00946 B | s SIONAL RS
SCAE NTS  JOME 03/17/10 |10 OF 10 s



